
[image: ONFI-logo]ONFI Technical Errata

	Errata ID
	006

	Affected Spec Ver.
	ONFI 5.0

	Corrected Spec Ver.
	ONFI 5.1




Submission info
	Name
	Company
	Date

	Sung Eun Kim
Ji Hye Bae
	SK hynix
	Jan/04/2022




Because Program Clear setting must be enabled for LUN interleave operation, Program Clear disable (=0) option to clear the page register on a target level is hardly used by users that support LUN interleave.
This ECN suggest to change Program Clear Feature in Feature Address 01h and make VSP (vendor specific), which allows vendors to choose whether to support Program Clear feature or not.









Description of the specification change : 5.3.1 Timing Mode – FA 01h

            
Sub Feature Parameter
7
6
5
4
3
2
1
0
P1
TMN[4]
PC(1)
Data Interface
Timing Mode Number TMN[3:0]
P2
Reserved (0)
P3
Reserved (0)
P4
Reserved (0)

Table 5-14. Feature Address 01h
(1) Vendor Specific 


PC	The Program Clear bit controls the program page register clear enhancement which defines the behavior of clearing the page register when a Program (80h) command is received. If cleared to zero, then the page register(s) for each LUN that is part of the target is cleared when the Program (80h) command is received. If set to one, then only the page register for the LUN and interleave address selected with the Program (80h) command is cleared and the tADL time for Program commands is as reported in the parameter page. This bit is vendor specific. Please see vendor datasheet for support of the program clear feature
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