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The errata moves Parameter Page Byte 141, bit 6 from NV-DDR2 Timing Mode 8 supported to 
“Reserved” and moves NV-DDR2 Timing Mode 8 supported to Parameter Page Byte 162, bit 0.  
This provides flexibility for future expansion of NV-DDR2 Timing Modes in the Parameter Page. 



Description of the specification change  

 
 
  

 
Modify Section 5.7.1, Table 71 as shown below: 
 
 

  

Electrical parameters block 

141 O NV-DDR/NV-DDR2 timing mode support 

 7 Reserved (0) 

 6 Obsolete 

 6 1 = supports NV-DDR2 timing mode 8 

 5 1 = supports NV-DDR timing mode 5 

 4 1 = supports NV-DDR timing mode 4 

 3 1 = supports NV-DDR timing mode 3 

 2 1 = supports NV-DDR timing mode 2 

 1 1 = supports NV-DDR timing mode 1 

 0 1 = supports NV-DDR timing mode 0 
162 O NV-DDR2 timing mode support 

 1-7 Reserved (0) 

 0 1 = supports timing mode 8 

   

 

Modify Section 5.7.1.9 as shown below: 

 

Byte 141: NV-DDR/NV-DDR2 timing mode support 

This field indicates the NV-DDR and NV-DDR2 timing modes supported.  If the NV-DDR data interface is 

supported by the target, at least one NV-DDR timing mode shall be supported.  The target shall support an inclusive 

range of NV-DDR timing modes (i.e. if timing mode n-1 and n+1 are supported, then the target shall also support 

timing mode n). 

 

Bit 0 when set to one indicates that the target supports NV-DDR timing mode 0. 

 

Bit 1 when set to one indicates that the target supports NV-DDR timing mode 1. 

 

Bit 2 when set to one indicates that the target supports NV-DDR timing mode 2. 

 

Bit 3 when set to one indicates that the target supports NV-DDR timing mode 3. 

 

Bit 4 when set to one indicates that the target supports NV-DDR timing mode 4. 

 

Bit 5 when set to one indicates that the target supports NV-DDR timing mode 5. 

 

Bit 6 when set to one indicates that the target supports NV-DDR2 timing mode 8. 

 

Bits 6-7 is are reserved and shall be cleared to zero 

 

Byte 162: NV-DDR2 timing mode support 

This field is a continuation of Byte 142. This field indicates the NV-DDR2 timing modes supported.  If the NV-

DDR2 data interface is supported by the target, at least one NV-DDR2 timing mode shall be supported.  The target 

shall support an inclusive range of NV-DDR2 timing modes (i.e. if timing mode n-1 and n+1 are supported, then the 

target shall also support timing mode n). 

 

Bit 0 when set to one indicates that the target supports NV-DDR2 timing mode 8. 

 

Bits 1-7 are reserved and shall be cleared to zero. 
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9/23/2013  Erratum captured. 
10/15/2013  Minor edit 
10/23/2013  Changed bit 6 of Byte 141 to be “obsolete” instead of reserved. 


