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This errata updates Absolute Maximum DC ratings to align with discussions in JTG.




Description of the specification change

Modify Section 2.9 “Absolute Maximum DC ratings” Table 6 shown below:

Parameter | Symbol Rating Units
VPP Supply Voltage | Vep 0.6 to +16

Vce = 3.3V and VeeQ = 3.3V nominal
Ve Supply Voltage Vce -0.6 to +4.6
Voltage Input Vin -0.6 to +4.6
VceQ Supply Voltage Vceq -0.6 to +4.6

Vce = 3.3V and VecQ = 1.8V nominal
Vcc Supply Voltage Vce -0.6 to +4.6
Voltage Input Vin 045-02t0+24
VceQ Supply Voltage Vceo -0:45-02t0+2.4

Vee = 3.3V and VeeQ = 1.2V nominal
Ve Supply Voltage Vce -0.6 to +4.6
Voltage Input Vin 04 -02t0+15
VceQ Supply Voltage Vceco 04-0.2to+15

Vee = 1.8V and VeeQ = 1.8V nominal
Ve Supply Voltage Vce -0:45-0.2t0 +2.4
Voltage Input Vin -045-02t0+2.4
VceQ Supply Voltage Vceq -045-0.2t0+2.4

Table 6 Absolute maximum DC ratings
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